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40’ CURTAINSIDER

TWIN KIT                5 PACK KIT 
Prototype

The 40’ K&S Freighters curtainsider is a common site on many Australian trains and trucks and are often seen as a single unit or travelling in multiples.  This model features smooth ends with no doors.  Access for loading/unloading is through the curtains on either side.
Model

Wash the casting in warm soapy water.  Carefully clean any casting flash from around the base of the casting.  The castings are now produced solid and this method helps to give added weight to otherwise extremely light container flat wagons.  This greatly assists with better tracking, however a series of holes can be drilled into the base of the casting and at a depth not to protrude through the top side to remove weight should this be deemed necessary for your use.
Paint the container a dirty Red colour rather than a bright red.  A drop or two of black can be added to bright red to help darken slightly.  Allow the paint to fully dry overnight and then with a fine brush and a steady hand carefully paint the raised curtain straps along the base of each side.  Alternatively a black permanent marker pen could be used.  The decals MUST be applied to a gloss surface for best adhesion.  If the paint used was not gloss then a separate 1-2 coats of gloss must be applied before applying the decals.
Cut around the decal with sharp scissors.  Be careful not to scratch the decal with poor handling.  Wet the area the decal will be applied to with clean water and place the prepared decal above this area. Apply several drops of water to the edge of the decal allowing the water to soak completely across the backing paper.  After 20-30 seconds the decal should slide off the paper.  Use a small soft brush dipped in water to position and align correctly.  Use the pictures below to assist with the correct locations of all the markings. Allow to dry and then apply 2-3 coats of dull coat to protect the paint and decals from handling and use. 
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ABOVE: Large style K&S FREIGHTERS banner logo.  Curtainsider number at top right hand corner.

BELOW: Small curtainsider number and K&S FREIGTHERS logo at top left hand corner.
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