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www.sar-nscale.com
CREATING THE SOUTH AUSTRALIAN RAILWAYS IN N SCALE
KENT REMOVALS & STORGAGE
20’ HI-CUBE CONTAINER
SINGLE KIT                TWIN KIT 
[image: image2.emf]


Prototype
The 20’ Kent Removals and Storage containers are a common site on many Australian trains and are often seen as a single unit or travelling in pairs.  The container is a Hi-Cube type.
Model

Wash the casting in warm soapy water.  Carefully clean any casting flash from around the base of the casting.  Look inside the container and the four forklift slots should be visible.  These slots need to be cut out with a sharp knife so they are visible from the outside also.
Paint the container a dark ‘chocolate’ brown.  The correct prototype colour is PPG ICI 416 ABJ5.  Allow the paint to fully dry overnight.

The decals must be applied to a gloss surface for best adhesion.  If the paint used was not gloss then a separate 1-2 coats of gloss must be applied before applying the decals.
Cut around the decal with sharp scissors.  Be careful not to scratch the decal with poor handling.  Wet the area the decal will be applied to with clean water and place the prepared decal above this area. Apply 1-2 drops of water to the edge of the decal allowing the water to soak into the backing paper.  After 20-30 seconds the decal should slide off the paper.  Use a small soft brush dipped in water to position correctly.  A decal softening solution may be needed to make the decal fully conform down into the container ribs.   Allow to dry.  A dull coat MUST be applied to protect the decal from handling.
Any further assembly help or problems should be reported to sales@sar-nscale.com
Visit the SAR N Scale Detailers website at www.sar-nscale.com for information about upcoming releases.




























